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Fuse Tools, Fuse Panels, Fuse Blocks

762132   Fuse Block (Common 
Hot Feed Connections)

Fuse Pullers

Fuse Pullers/Testers

Fuse Block with Common “Hot Feed“ 
Connections
762132  Fuse clips with screw connections simplify installation and 

eliminate excess wiring . Solid brass bus bar for use with 
SFE-20 amp or 3 AGC type fuses .  
Dimensions: 4-1/2"L x 2-7/16"W x 5/8"H 
Mounting holes: 11/64" Diameter

Fuse Pullers
Fuse Pullers for Blade & Glass Fuses . Fuses not included .

764206  Long . Approximate length: 4-1/8" (104 .78mm)

764207  Short . Approximate length: 2" (50 .40mm)

Fuse Pullers/Testers
Fuse Puller/Tester is each to use . If the fuse is functional, the 
LED will light up . If the fuse is blown, the LED will not light up . 
Approximate length, including pins: 2-5/8" (66 .67mm)

*764208  For Standard Blade Fuses

*764209  For Mini Blade Fuses

# of  
Positions Length 1 PC/PK 25 PCS/PK

6 2 .47" 766043 *766043B

8 3 .09" 766044 *766044B

10 3 .72" 766045 *766045B

12 4 .34" *766041 *766041B

Blade Type Circuit Breaker & Fuse Panels
*766041

766043

766044

766045

764206

764207

*764208

*764209

Blade Type Circuit Breaker & Fuse Panels
• For Blade Terminal Circuit Breakers & ATO/ATC-Style Standard Blade Fuses
• 0 .250" Tab Blade Terminals
•  #10-32 stud terminal with hex nut, flat washer and lock washer  

(Tin plated Copper)
• 4 x 5 .5mm diameter mounting holes for #10 screws
• Dimensions: 3 .38"W x 0 .81"H
• Rugged, yet compact & lightweight construction (thermoplastic)
• Maximum amperage per circuit: 25A
• Maximum amperage per block: 150A
• Maximum Voltage: 32VDC
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